
Assembly configurator - Series MD
Product code: MD1-FR1000-1/8

TECHNICAL DATA

Series  MD  
Connection type  GAS  
Input  G1/8  
Output  G1/8  
Flow direction  from left to right  
Function  FR = Filter-Regulator  
FN01A  1 = 5  μm with relieving  
FN01B  0 = semiautomatic-manual drain  
FN01C  0 = 0,5 ÷ 10 bar  
FN01D  0 = not present  
AC01A  -  
AC01B  
AC01C  
Function description  Filter-Regulator 5 µm with relieving  
Function  -  
FN02A  
FN02B  
FN02C  
FN02D  
AC02A  

1Products designed for industrial applications. General terms and conditions for sale are available on www.camozzi.com.
This document contains a brief description of the products offered by Camozzi Automation at time of publication.
For more complete and up to date information about the Camozzi Automation product range, please refer to our online catalogue at https://shop.camozzi.com
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DIMENSIONS

Series  MD  
Connection type  GAS  
Input  G1/8  
Output  G1/8  
Flow direction  from left to right  
Function  FR = Filter-Regulator  
FN01A  1 = 5  μm with relieving  
FN01B  0 = semiautomatic-manual drain  
FN01C  0 = 0,5 ÷ 10 bar  
FN01D  0 = not present  
AC01A  -  
AC01B  
AC01C  
Function description  Filter-Regulator 5 µm with relieving  
Function  -  
FN02A  
FN02B  
FN02C  
FN02D  
AC02A  
AC02B  
AC02C  
Function description  

Function  
FN03A  
FN03B  
FN03C  
FN03D  
AC03A  
AC03B  
AC03C  
Function description  
Function  
FN04A  
FN04B  
FN04C  
FN04D  
AC04A  
AC04B  
AC04C  
Function description  
Function  
FN05A  
FN05B  
FN05C  
FN05D  
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