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This is to certify that
representative samples of

PROCESS CONTROL EQUIPMENT, ELECTRICAL
See Addendum Page for Product Designation(s).

Have been evaluated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL61010-1 and CAN/CSA C22.2 No. 61010-1-12, Safety
Requirements for Electrical Equipment for Measurement,
Control, and Laboratory Use - Part 1: General
Requirements

Additional Information: See the UL Online Certifications Directory at
https://iq.ulprospector.com for additional information

This Certificate of Compliance indicates that representative samples of the product described in the certification
report have met the requirements for UL certification. It does not provide authorization to apply the UL Mark.
Only the Authorization Page that references the Follow-Up Services Procedure for ongoing surveillance
provides authorization to apply the UL Mark.

Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s
Follow-Up Services.

Look for the UL Certification Mark on the product.
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This is to certify that representative samples of the product as specified on this certificate were tested according
to the current UL requirements

Process Control Equipment - PRE series, Cat No. PRE followed by 1 or 2, followed by two digit for
connection port, followed by ‘-‘, followed by E or D, followed by one digit for Working pressure,
followed by one digit for valve function, followed by I or E, followed by 2, 4, D, I, followed by one digit
for Output digital signal feedback, followed by ‘-‘, followed by two digit for cable length, followed by
two digit for accessory diagnostic or Nil, followed by ‘S..’ or Nil, followed by two or three digit for
certification or Nil

Process Control Equipment - PME series, Cat No. PME followed by 1 or 2, followed by two digit for
connection port, followed by ‘-‘, followed by E or W, followed by one digit for Working pressure,
followed by one digit for valve function, followed by I or E, followed by 2, 4, V, A, Z, B, C, followed by
one digit for Output digital signal feedback, followed by ‘-‘, followed by two or three digits for cable
length, followed by two digit for accessory diagnostic or Nil, followed by ‘S..’ or Nil, followed by two or
three digit for certification or Nil
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